Commercial R410A DUCTED HIGH PRESSURE
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Commercial R410A DUCTED HIGH PRESSURE

Quiet Compact design

Low noise level
» Compact design

Fresh Air

On-Off Card

16.0 kW

20.0 kW

25.0kW

| OPTIONAL CONTROL |

* 'Fresh air’ knockout is incorporated in the chassis to allow fresh air introduction of up to 20% of nominal unit air flow without
compromising the cooling capacity. More than 20% of the air conditioner's thermal cooling capacity is penalised.
» Condensate drain by gravity - drain pump not provided

COMMERCIAL R410A

INDOORUNIT Model ADH160H1ERG ADH200H1ERG ADH250H1ERG
OUTDOOR UNIT Model 1UH160P1ERG 1UH200W1ERK 1UH250W1ERK
Performance data
Output power - COOLING nom (min-max) kW 15.5(3.5-17.5) 20.5(6.2-23.5) 24.0(7.2-26.5)
Output power - HEATING nom (min-max) kW 18.0(6.0 - 20.0) 22.8(7.2-24.8) 26.8(8.2-28.8)
Absorbed power - COOLING nom (min-max) kW 4.83(2.0-7.2) 6.1(2.5-8.5) 7.47 (3.5-9.5)
Absorbed power - HEATING nom (min-max) kW 4.99(2.0-7.2) 6.0(2.5-8.5) 7.18(3.5-9.5)
Energy class EER 3.21 3.36 3.21

COP 3.61 3.8 3.73
COOLING Pdesign capacity (35°) kW 15.5 20 24
HEATING Pdesign capacity (-10°) kW 13 17 21

SEER 6.1 6.1 6.1
Energy class scop 4 4 4
Annual Energy Consumption - COOLING kWh/y / / /
Annual Energy Consumption - HEATING kWh/y / / /
Indoor Unit
Power supply Ph-V-Hz 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60
Treated air volume Hi/Mi/Lo m3/h 4000/3400/2800/2200 4320/3780/3420/3060 5040/4500/3960/3600
Static pressure Pa 37/50/70/90/110/130/150/170/ ' 62/90/110/130/150/170/190/ 62/90/110/130/150/170/190/

190/210 210/230/250 210/230/250

Dehumidification L/h
Sound power dB 67 68 69
Sound pressure dB(A) 50/47/45/42 45/50/54 47/51/55
Dimensions WxDxH mm 1350x490x425 1350x490x425 1350x490x425
Net weight kg 61 96 96
Outdoor Unit
Power supply Ph-V-Hz 1/220-230/50/60 3/380-400/50/60 3/380-400/50/60
Sound power dB 73 75 75
Sound pressure dB(A) 57 58 58
Dimensions WxDxH mm 1350x950x370 1636x1050x400 1636x1050x400
Net weight kg 105 160 160
Installation data
Refrigerant R410A R410A R410A
Liquid pipe @ mm 9.52 127 127
Gas pipe @ mm 15.88 19.05 22.22*
Standard pipe length without refrigerant charge m 30 30 30
Maximum pipe length m 75 75 75
Refrigerant charge in the factory kg 3.7 6.10 6.10
Maximum IU - OU elevation m 30 50 50
Equivalent tons of CO, kg/tCOEQ 7.72 13.25 13.25
Additional charge ref. beyond std. length g/m 45 45 45
Operating limits - COOLING min-max °C 21-35°C (in) / -10-46°C (out)
Operating limits - HEATING min-max °C 10-27°C(in) / -15-24°C (out)

* To connect the unit to the gas pipe, it is necessary to use a 19.05 mm pipe connector at collar, to be welded to the 22.22 mm gas pipe.
The pipe connector is not supplied with the unit
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